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PIPE 
SIZE 
IN.

PRESSURE
CLASS

PSI

NOMINAL
THICKNESS

IN.

OD* 
IN.

WT. OF 
BARREL
PER FT. 

† LB.

TYTON® JOINT

WT. OF 
BELL LB.

WT. PER 
LGTH.† 

LB.

AVG. WT. 
PER FT.‡ 

LB.
3 350 0.25 3.96 8.90 7.00 185 9.20
4 350 0.25 4.80 10.90 9.00 225 11.30
6 350 0.25 6.90 16.00 11.00 300 16.60
8 350 0.25 9.05 21.10 17.00 395 22.00
10 350 0.26 11.10 27.10 24.00 510 28.40
12 350 0.28 13.20 34.80 29.00 655 36.40

14 
250 0.28 15.30 40.40 45.00 770 42.90
300 0.30 15.30 43.30 45.00 825 45.80
350 0.31 15.30 44.70 45.00 850 47.20

16
250 0.30 17.40 49.30 54.00 940 52.30
300 0.32 17.40 52.50 54.00 1000 55.50
350 0.34 17.40 55.80 54.00 1060 58.80

18
250 0.31 19.50 57.20 59.00 1090 60.50
300 0.34 19.50 62.60 59.00 1185 65.90
350 0.36 19.50 66.20 59.00 1250 69.50

20
250 0.33 21.60 67.50 74.00 1290 71.60
300 0.36 21.60 73.50 74.00 1395 77.60
350 0.38 21.60 77.50 74.00 1470 81.60

24

200 0.33 25.80 80.80 95.00 1550 86.10
250 0.37 25.80 90.50 95.00 1725 95.80
300 0.40 25.80 97.70 95.00 1855 103.00
350 0.43 25.80 104.90 95.00 1985 110.20

30**

150 0.34 32.00 103.50 139.00 2000 111.20
200 0.38 32.00 115.50 139.00 2220 123.20
250 0.42 32.00 127.50 139.00 2435 135.20
300 0.45 32.00 136.50 139.00 2595 144.20
350 0.49 32.00 148.40 139.00 2810 156.10

36**

150 0.38 38.30 138.50 184.00 2675 148.70
200 0.42 38.30 152.90 184.00 2935 163.10
250 0.47 38.30 170.90 184.00 3260 181.10
300 0.51 38.30 185.30 184.00 3520 195.50
350 0.56 38.30 203.20 184.00 3840 213.40

CANADA

Suite 1 Frid St.
Hamilton, Ontario, Canada  
L8P 4M3
905-547-3251

STANDARD DIMENSIONS 
AND WEIGHTS OF 3" 
THROUGH 36" PUSH-ON 
JOINT DUCTILE IRON PIPE

† Including bell; calculated weight of 
pipe rounded off to the nearest 5 lb. 

‡ Including bell; average weight per 
foot, based on calculated weight of 
pipe before rounding.  

* Tolerances of OD of spigot end:  3–12 
in. = +0.06 in. & -0.06 in. ; 14–24 in. 
= + 0.05 in. & -0.08 in. ;  30–36 in. = 
+0.08 in. & -0.06 in. 

** Fastite® Joint

DUCTILE IRON PIPE


